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LIGHTING

FEATURES

- 3 different sharp beam angles

- Wide variety of TM30 optimized LEDs
- ENEC approved drivers

- IEEE P1789 Flickerfree driver to 1%

COLOURS
Available colours:

N

LV 45° / 65°
SPRINGS
Standard with GS springs (concrete/gyproc).
Also ovloiloble as above with LV 80° (on requesf) Matt white RAL 9016 (XX=MW)
WS springs (gypro/metal). Matt black RAL 9005 (XX=BL)
SPECIFICATIONS
Beam angle (FWHM) 45° / 65° (80° on request)
Fixture material Die cast aluminium / Glass
Environment Indoor
IP rate IP20 / IP44
IK rate K09
Operating temperature (Ta) -20°C / +45°C1
Safety marks EN60598 / EN62031 / EN62471
EMC compliance EN55015
Colour consistency (SDCM) MacAdam step 3
Warranty 7 years * (within the European Union and the countries of the Free Trade Association for products delivered after 1 May 2015)
Energy class These products contains a light source of energy efficiency class F (CRI97 3000K) / D (CRI80 3000K/4000K)

This luminaire contains built-in LED lamps. The lamps cannot be changed in the luminaire. EU 874/2012
T In applications with a flat roof (fi. car showrooms) the temperatures may exceed 45°C. Please ask our sales office for a special driver.

Ask our sales department about the possibilities for:
- Tunable white 2700-6500K.
- Extra LED options from the LUXEON Stylist Series

Only when the product is
installed in a closed ceiling
it may be exposed to water
splashes, and only on its
front side.
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LIGHTING

LINEA DS-FX 185 VARIATIONS

Linea DS-FX 185
Linea DS-FX 185
Linea DS-FX 185
Linea DS-FX 185

CRI80
CRI80
CRI97
CRI97

3000/4000K 3000/3400Lm
3000/4000K 5000/5700Lm
3000K 2500Lm

3000K 3250/3750Lm

incl. power supply
incl. power supply
incl. power supply

incl. power supply

CRI80/97 CHOOSE YOUR LV LUMEN OUTPUT

mA
Special request 250
Special request 350
Special request 500
Standard 700
Special request 800
Special request 900
Special request 1050
Standard 1200
Special request 1400

DIMENSIONS

[e]

9.4
13,2
179
27,0
32,
355
4,7
50,5
572

2230

HOLE SIZE

Using GS springs: @ 170-210 mm.
Thickness ceiling 8-173 mm & recess depth

173 mm. For plasterboard ceilings or similar
harder materials. Turn the ring on the front

counterclockwise after installation.

000K 3000K Ko dim [Trise [ Vi0Vapush [Dol | Casambi |
X X

1200 1400 800
1650 1900 1100
2250 2500 1450
3000 3400 2150
3400 3750 2500
3700 4100 2700
4200 4700 3000
5000 5700 3250
5600 6300 3750 2

173

168

Using WS springs. @ 170-210 mm.

Thickness ceiling 1-40 mm & recess depth
173 mm. For soft ceiling tiles we recommend
using a wooden plate or a ceiling ring on

the reverse side of the tile.

page 3
page 4
page 5
page 6

3000K 4000K 300K
127 149 85

125 144 83
125 139 81
m 126 80
106 n7 78
104 15 76
101 n3 72
99 13 64
98 10 66

Product datasheet

127570 126421 127576
127570 X 127021 127576
127570 127032 127021 127576
127480N 122260 127021 127576
127484 on request = 127021 127490
127484 onrequest 127021 127490
127484 onrequest | 127021 127490
127690 on request 123170 123170
X onrequest 123170 123170

127630
127630
127630
127630
127630
127630
On request

On request

' For large downlights CRI97 No dim. 2 For large downlights CR97 1-10V and Dali
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LIGHTING Product datasheet

LINEA DS-FX 185 LV CRI80 3000/3400LM

ITEM SPECIFICATIONS (PART A)

Description Item code
(e

Linea DS-FX LV 3000 Lm 3000K CRI80 45° No dim 1BNAO3XXJEO2 1BNAO3XXJJ02 15.6 Incl. PSU 700 35,3
Linea DS-FX LV 3000 Lm 3000K CRI80 45° 1-10V & Push 1BNAO3XXU202 1BNAO3XXQ202 15.6 Incl. PSU 700 353
Linea DS-FX LV 3000 Lm 3000K CRI80 45° Dali 1BNAO3XXV202 1BNAO3XXR202 15.6 Incl. PSU 700 353
Linea DS-FX LV 3000 Lm 3000K CRI80 65° No dim | IBNAO3XXJFO2 1BNAO3XXIKO2 18.5 Incl. PSU 700 353
Linea DS-FX LV 3000 Lm 3000K CRI80 65° 1-10V & Push TBNAO3XXU302 1BNAO3XXQ302 18.5 Incl. PSU 700 35,3
Linea DS-FX LV 3000 Lm 3000K CRI80 65° Dali TBNAO3XXV302 1BNAO3XXR302 18.5 Incl. PSU 700 353
Linea DS-FX LV 3400 Lm 4000K CRI80 45° No dim TBNAO3XXJG02 1BNAO3XXJLO2 16.0 Incl. PSU 700 353
Linea DS-FX LV 3400 Lm 4000K CRI80 45° 1-10V & Push 1BNAO3XXU402 1BNAO3XXQ402 16.0 Incl. PSU 700 35,3
Linea DS-FX LV 3400 Lm 4000K CRI80 45° Dali IBNAO3XXV402 1BNAO3XXR402 16.0 Incl. PSU 700 35,3
Linea DS-FX LV 3400 Lm 4000K CRI80 65° No dim TBNAO3XXJH02 1BNAO3XXIM02 18.9 Incl. PSU 700 353
Linea DS-FX LV 3400 Lm 4000K CRI80 65° 1-10V & Push TBNAO3XXU502 1BNAO3XXQ502 18.9 Incl. PSU 700 353
Linea DS-FX LV 3400 Lm 4000K CRI80 65° Dali 1BNAO3XXV502 1BNAO3XXR502 18.9 Incl. PSU 700 353

ITEM SPECIFICATIONS (PART B)

Description Lm/W CRI Inrush Safety Energy
(typ.) current class class
Linea DS-FX LV 3000 Lm 3000K CRI80 No dim 270 3000 1M 82 095  <3% 5A 50pS 50 pes I D
Linea DS-FX LV 3000 Lm 3000K CRI80 1-10V & Push 270 3000 M 82 095  <3% 5A 50pS 50 pcs I D
Linea DS-FX LV 3000 Lm 3000K CRI80 Dali 270 3000 M 82 095  <3% 5A 50pS 50 pcs I D
Linea DS-FX LV 3400 Lm 4000K CRI80 No dim 270 3400 126 82 095  <3% 5A 50pS 50 pcs I D
Linea DS-FX LV 3400 Lm 4000K CRI80 1-10V & Push 270 3400 126 82 095  <3% 5A 50pS 50 pes I D
Linea DS-FX LV 3400 Lm 4000K CRI80 Dali 270 3400 126 82 095  <3% 5A 50pS 50 pes I D

ITEM SPECIFICATIONS (PART C)

Description Weight Dimensions Quantity Expected lifespan B10 reported (25°C)

single carton  per carton L70B10 L8OB10 L90B10
Linea DS-FX LV CRI80 2005 gr 290x290x165 mm 120 pcs >60.500 hrs >60.500 hrs >60.500 hrs

All values are measured at 230V (+/- 7%)
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LIGHTING Product datasheet

LINEA DS-FX 185 LV CRI80 5000/5700LM

ITEM SPECIFICATIONS (PART A)

Description Item code
(e

Linea DS-FX LV 5000 Lm 3000K CRI80 45° No dim 1BNAO3XXGK02 1BNAO3XXEK02 17.4 Incl. PSU 1200 37,5
Linea DS-FX LV 5000 Lm 3000K CRI80 45° 1-10V & Push 1BNAO3XXUUQ2 1BNAO3XXQUO2 17.4 Incl. PSU 1200 37,5
Linea DS-FX LV 5000 Lm 3000K CRI80 45° Dali IBNAO3XXVU02 1BNAO3XXRUO2 17.4 Incl. PSU 1200 37,5
Linea DS-FX LV 5000 Lm 3000K CRI80 65° No dim | IBNAO3XXGLO2 1BNAO3XXELO2 20.3 Incl. PSU 1200 37,5
Linea DS-FX LV 5000 Lm 3000K CRI80 65° 1-10V & Push TBNAO3XXUV02 1BNAO3XXQV02 20.3 Incl. PSU 1200 37,5
Linea DS-FX LV 5000 Lm 3000K CRI80 65° Dali TBNAO3XXVV02 1BNAO3XXRV02 20.3 Incl. PSU 1200 37,5
Linea DS-FX LV 5700 Lm 4000K CRI80 45° No dim TBNAO3XXGMO02 1BNAO3XXEMO2 17.8 Incl. PSU 1200 37,5
Linea DS-FX LV 5700 Lm 4000K CRI80 45° 1-10V & Push 1BNAO3XXUW02 1BNAO3XXQWO02 17.8 Incl. PSU 1200 375
Linea DS-FX LV 5700 Lm 4000K CRI80 45° Dali IBNAO3XXVWO02 1BNAO3XXRWO2 17.8 Incl. PSU 1200 37,5
Linea DS-FX LV 5700 Lm 4000K CRI80 65° No dim IBNAO3XXGNO2 TBNAO3XXENO2 207 Incl. PSU 1200 37,5
Linea DS-FX LV 5700 Lm 4000K CRI80 65° 1-10V & Push TBNAO3XXUX02 TBNAO3XXQX02 207 Incl. PSU 1200 375
Linea DS-FX LV 5700 Lm 4000K CRI80 65° Dali 1BNAO3XXVX02 1BNAO3XXRX02 207 Incl. PSU 1200 375

ITEM SPECIFICATIONS (PART B)

Description Lm/W CRI Inrush Safety Energy
(typ.) current class class
Linea DS-FX LV 5000 Lm 3000K CRI80 No dim 50,5 5000 99 82 095  <3% 10A 200pS 30 pes I D
Linea DS-FX LV 5000 Lm 3000K CRI80 1-10V & Push 50,5 5000 99 82 095  <3% 10A 200pS 30 pes I D
Linea DS-FX LV 5000 Lm 3000K CRI80 Dali 50,5 5000 99 82 095  <3% 10A 200pS 30 pes I D
Linea DS-FX LV 5700 Lm 4000K CRI80 No dim 50,5 5700 13 82 095  <3% 10A 200pS 30 pcs I D
Linea DS-FX LV 5700 Lm 4000K CRI80 1-10V & Push 50,5 5700 113 82 095  <3% 10A 200pS 30 pcs I D
Linea DS-FX LV 5700 Lm 4000K CRI80 Dali 50,5 5700 M3 82 095  <3% 10A 200pS 30 pes I D

ITEM SPECIFICATIONS (PART C)

Description Weight Dimensions Quantity Expected lifespan B10 reported (25°C)

single carton  per carton L70B10 L8OB10 L90B10
Linea DS-FX LV CRI80 2005 gr 290x290x165 mm 120 pcs >60.500 hrs >60.500 hrs >60.500 hrs

All values are measured at 230V (+/- 7%)
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LIGHTING Product datasheet

LINEA DS-FX 185 LV CRI97 2500LM

ITEM SPECIFICATIONS (PART A)

Description Item code
(e

Linea DS-FX LV 2500 Lm 3000K CRI97 45° No dim 1BNAO3XXGX02 1BNAO3XXEX02 15.0 Incl. PSU 800 35,3
Linea DS-FX LV 2500 Lm 3000K CRI97 45° 1-10V & Push 1BNAO3XXU002 1BNAO3XXQ002 15.0 Incl. PSU 800 353
Linea DS-FX LV 2500 Lm 3000K CRI97 45° Dali 1BNAO3XXV002 1BNAO3XXR002 15.0 Incl. PSU 800 353
Linea DS-FX LV 2500 Lm 3000K CRI97 65° No dim IBNAO3XXGYO2 IBNAOSXXEY0Z 179 Incl. PSU 800 353
Linea DS-FX LV 2500 Lm 3000K CRI97 65° 1-10V & Push TBNAO3XXU102 1BNAO3XXQ102 17.9 Incl. PSU 800 353
Linea DS-FX LV 2500 Lm 3000K CRI97 65° Dali TBNAO3XXV102 1BNAO3XXR102 17.9 Incl. PSU 800 353

ITEM SPECIFICATIONS (PART B)

Description Lm/W CRI Inrush Safety Energy
current class class

Linea DS-FX LV 2500 Lm 3000K CRI97 No dim 321 2500 78 97 0.95 <3% 5A 50pS 50 pcs I F

Linea DS-FX LV 2500 Lm 3000K CRI97 1-10V & Push 321 2500 78 97 095 <3% 5A 50pS 50 pes I F

Linea DS-FX LV 2500 Lm 3000K CRI97 Dali 321 2500 78 97 095 <3% 5A 50pS 50 pcs I F

ITEM SPECIFICATIONS (PART C)
Description Weight Dimensions Quantity Expected lifespan B10 reported (25°C)

single carton per carton L70B10 L8OB10
Linea DS-FX LV 2500 Lm 3000K CRI97 2005gr  290x290x165 mm 120 pes >60.500 hrs >60.500 hrs >60.500 hrs

All values are measured at 230V (+/- 7%)
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LIGHTING Product datasheet

LINEA DS-FX 185 LV CRI97 3750LM

ITEM SPECIFICATIONS (PART A)

Description Item code
(e

Linea DS-FX LV 3250 Lm 3000K CRI97 45° No dim 1BNAO3XXGP02 1BNAO3XXEP02 15.9 Incl. PSU 1200 37,5
Linea DS-FX LV 3750 Lm 3000K CRI97 45° 1-10V & Push IBNAO3XXUY02 1BNAO3XXQY02 16.4 Incl. PSU 1400 37,5
Linea DS-FX LV 3750 Lm 3000K CRI97 45° Dali IBNAO3XXVY02 1BNAO3XXRY02 16.4 Incl. PSU 1400 37,5
Linea DS-FX LV 3250 Lm 3000K CRI97 65° No dim | IBNAO3XXGQO2 IBNAOSXXEQO2  18.8 Incl. PSU 1200 37,5
Linea DS-FX LV 3750 Lm 3000K CRI97 65° 1-10V & Push TBNAO3XXUZ02 1BNAO3XXQZ02 19.3 Incl. PSU 1400 37,5
Linea DS-FX LV 3750 Lm 3000K CRI97 65° Dali TBNAO3XXVZ02 1BNAO3XXRZ02 19.3 Incl. PSU 1400 37,5

ITEM SPECIFICATIONS (PART B)

Description Lm/W CRI Inrush Safety Energy
current class class

Linea DS-FX LV 3250 Lm 3000K CRI97 No dim 50,5 3250 64 97 0.95 <3% 10A 200pS 30 pcs I F

Linea DS-FX LV 3750 Lm 3000K CRI97 1-10V & Push 572 3750 66 97 095 <3% 10A 200pS 30 pcs I F

Linea DS-FX LV 3750 Lm 3000K CRI97 Dali 572 3750 66 97 095 <3% 10A 200pS 30 pcs I F

ITEM SPECIFICATIONS (PART C)
Description Weight Dimensions Quantity Expected lifespan B10 reported (25°C)

single carton per carton L70B10 L8OB10
Linea DS-FX LV 3250/3750 Lm 3000K CRI97 2005gr  290x290x165 mm 120 pes >60.500 hrs >60.500 hrs >60.500 hrs

All values are measured at 230V (+/- 7%)
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LESHTIHS

NMEW STAMDARDS REQUIRE HEW LEDS

Ti-20 fniaw color morm}: Tha lluminoting Engineering Sodsdy (1 E5)] has publishad a new Tachnical Memorandum

— TH-20-15 anhed *IES Metted for Evaualing Light 3curca Celor Rendiion” — that promisas b supplard CRI as

a color metnc. TM-30 rellas on saparaba fidelty ord gomut metncs, os waell s o set of color somples Hat 1s more
raprasentolye of real-world chjacls, o opposed o the pastel somplas that ware pimanly used for ha basalina
CRImatric that wios somehmes coled Ao. The new oolor medrc s Inbanded ho fairty and accurately chorocherizs bod
LED-basad sold-shake lighling {55L) ond kegacy sourcas.

Desaturated
CRI=-80 / Rg-92

SPECIAL LEDS AVAILABLE

Red-Enhanced
CRI-98 / Rg-103

CRIgD IFO00OK B2 5 2 HE %2 0 TE &% 550 ma 1550 00 ma 200 1200 mA
CRIgD IODK B2 5 Bl O fE T G6& B50 mik HES 00 mi 3000 1200 ma
CRIgD LOODK B2 5 B O fE O™ && I50 mi Traon 00 mi 400 1200 m
CRET ITOOE 0¥ 03 Q4 0@ &0 0T I50 mi & Blmae = 1400 ma
CRET IODE 9T e 95 0@ 100 BT 350 mi 1250 B0l ma  ERIO 1400 mA
CRET SOODE OF 06 95 0@ 100 o7 B50 mik 1550 Bilmae = 1500 ma
CrispWhita INODE 0 &1 &7 @ 49 BT I50 mi g Milma  ZI00 1400 A
Rz ket 140DK B2 Bl FF¥ MR 85 &0 I50 mi 515 200 ma 1750 14500 ma
Bread & Pastries ZFO00K 02 54 B %4 26 @ 350 mi T Mima  2&00 1400 mA

LUEEQH
STYLIET
SERIE

550
2350

5l-402a-27-1
5l-4028-30-1
51-4028-40-1
50-I021-27
S0-3021-20
S0-3021-40
51-402%-Z0
51406200
51-4065-00
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LIGHTING

2700K

98 99

CRI:
99 97

96.9 (R1-R8)

95 93

92 94

R8 R9 R10 R11 R12 R13 R14 R15

CCT CRI CRIR9 TM30 Rf TM30 Rg cas
2700K 96.9 92.7 96.0 102.6 94.6
3000K
CRI: 97.0 (R1-R8)
100 ggq 100

g7 Jo

95 93

R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

Photometrics

CQs: 94.6

5.1

97

CQs: 9
o

ccT CRI CRIR9 TM30Rf | TM30Rg cas
3000 K 97.0 96.2 95.0 103.3 95.1
4000K
CRI: 96,6 (R1-R8 .
_gg 99 100 ’ qq( 98 ) CQS.9693,5

94 95

94 95

I7

R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CccT

CRI

CRIR9

TM30 Rf

TM30 Rg

cas

4000K

96.6

98.5

88.3

96.2

93.5
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